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Security and Alarm Cables
Commercial Applications, Individually Shielded Twisted Pairs
plus Conductors

For  more  i n fo rma t i on ,  con tac t  Be lden  Techn i ca l  Suppo r t  +31-77-3875-414  •  www.be lden -emea .com
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22 AWG • Stranded (7x30) 0.8 mm BC • Twisted Pair • Each Pair Beldfoil® Shielded • 24 AWG TC Drain Wire • With Additional Conductor(s) •
Numbered and Color Coded
PVC Insulation • Grey PVC Jacket

300V NEC: 0.76 mm 0.040 1.01 Individual
75°C CMR 22 AWG Beldfoil®

CEC: (7x30) BC + Drain Wire
CMG FT4 (24 AWG TC)

5501GE 1 STP U-1000 U-305 16.1 7.3 0.171 4.34 Black & Red (shielded pair), White
+1/C

5502GE 1 STP U-500 U-152 9.9 4.5 0.186 4.72 Black & Red (shielded pair), White, Green
+2/C U-1000 U-305 19.0 8.6

1000 305 19.0 8.6

5542GE 1 STP U-1000 U-305 26.0 11.8 0.220 5.59 Black & Red (shielded pair), Black & Red,
+2/TP Black & Green pairs

Polyethylene Insulation • Grey FRNC/LSNH Jacket

300V 4502GE IEC 328 100 6.0 2.7 0.76 mm 0.049 1.25 Individual 0.185 4.70 Black & Red (shielded pair),
70°C 60754-2 1640 500 30.0 13.6 22 AWG Beldfoil® White, Green

(7x30) BC + Drain Wire
(24 AWG TC)

1 STP + 2/C

20 AWG • Stranded (7x28) 1.0 mm BC • Twisted Pair • Each Pair Beldfoil® Shielded • 24 AWG TC Drain Wire • With Additional Conductor(s) •
Numbered and Color Coded
PVC Insulation • Grey PVC Jacket

300V NEC: 0.96 mm 0.042 1.06 Individual
75°C CMR 20 AWG Beldfoil®

CEC: (7x28) BC + Drain Wire
CMG FT4 (24 AWG TC)

5401GE 1 STP 1000 305 22.9 10.4 0.196 4.98 Black & Red (shielded pair), White
+1/C

5402GE 1 STP U-1000 U-305 26.0 11.8 0.200 5.08 Black & Red (shielded pair), White, Green
+2/C

18 AWG • Stranded (7x26) 1.2 mm BC • Twisted Pair • Each Pair Beldfoil® Shielded • 24 AWG TC Drain Wire • With Additional Conductor(s) •
Numbered and Color Coded
PVC Insulation • Grey PVC Jacket

300V 5302GE NEC: 1000 305 31.5 14.3 1.22 mm 0.058 1.47 Individual 0.225 5.72 Black & Red (shielded pair), White
70°C CMR 18 AWG Beldfoil®

CEC: (7x26) BC + Drain Wire
CMG FT4 (24 AWG TC)

1 STP + 2/C

TC = Tinned Copper • BC = Bare Copper • STP = Shielded Twisted Pair(s) • /C = Conductor(s) • DCR = DC resistance
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