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UL Control Cable
600V Teck-Style® Cables
Dual-Rated Type MC/Teck 90

Inner Jacket 
OD

mm Inch

Armor 
ODPart Number

Steel 
Armor

Aluminum
Armor

Insulation
ThicknessNo.

of
Cond.

Nominal
OD

Inch

Maximum 
Pull Tension

mm mm Inch mmInch
Description

Minimum
Bend Radius

Inch mmLbs. N

14 AWG Stranded (7x22) Bare Copper Conductors • 14 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27840 28840 2 .030 .76 .37 9.40 .56 14.22 .67 17.02 66 294 8.0 203

27841 28841 3 .030 .76 .39 9.91 .58 14.73 .69 17.53 98 436 8.3 211

27842 28842 4 .030 .76 .43 10.92 .62 15.75 .73 18.54 131 583 8.7 221

27843 28843 5 .030 .76 .47 11.94 .66 16.76 .77 19.56 164 730 9.2 234

27844 28844 6 .030 .76 .51 12.95 .70 17.78 .81 20.57 191 850 9.7 246

27845 28845 7 .030 .76 .51 12.95 .70 17.78 .81 20.57 225 1001 9.7 246

27846 28846 8 .030 .76 .58 14.73 .77 19.56 .88 22.35 260 1157 10.5 267

27847 28847 10 .030 .76 .67 17.02 .93 23.62 1.04 26.42 321 1428 12.5 318

27848 28848 12 .030 .76 .69 17.53 .95 24.13 1.06 26.92 388 1726 10.9 277

27849 28849 15 .030 .76 .77 19.56 1.03 26.16 1.14 28.96 481 2140 13.7 348

27850 28850 20 .030 .76 .86 21.84 1.12 28.45 1.23 31.24 649 2887 15.3 389

27851 28851 25 .030 .76 .92 23.37 1.18 29.97 1.30 33.02 810 3603 16.3 414

CSA C22.2 #131
27852 28852 30 .030 .76 .98 24.89 1.24 31.50 1.36 34.54 975 4337 17.0 432

FT4 Flame Test, HAZ LOC
27885 28885 40 .030 .76 1.09 27.69 1.35 34.29 1.47 37.34 1301 5787 18.5 470

CSA C22.2 #0.3 Clause 4.31 Low Acid Gas 27886 28886 50 .030 .76 1.19 30.23 1.45 36.83 1.57 39.88 1630 7251 19.8 503

12 AWG Stranded (7x20) Bare Copper Conductors • 12 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27853 28853 2 .030 .76 .41 10.41 .60 15.24 .71 18.03 104 463 8.5 216

27854 28854 3 .030 .76 .43 10.92 .62 15.75 .73 18.54 156 694 8.8 224

27855 28855 4 .030 .76 .47 11.94 .66 16.76 .77 19.56 207 921 9.2 234

27856 28856 5 .030 .76 .52 13.21 .71 18.03 .82 20.83 260 1157 9.8 249

27857 28857 6 .030 .76 .59 14.99 .78 19.81 .89 22.61 310 1379 10.7 272

27858 28858 7 .030 .76 .59 14.99 .78 19.81 .89 22.61 361 1606 10.7 272

27859 28859 8 .030 .76 .64 16.26 .83 21.08 .94 23.88 415 1846 11.3 287

27860 28860 10 .030 .76 .75 19.05 1.01 25.65 1.12 28.45 520 2313 13.4 340

27861 28861 12 .030 .76 .77 19.56 1.03 26.16 1.14 28.96 619 2753 13.7 348

27862 28862 15 .030 .76 .87 22.10 1.13 28.70 1.25 31.75 718 3194 15.0 381

27863 28863 20 .030 .76 .96 24.38 1.22 30.99 1.33 33.78 1040 4626 15.9 404

CSA C22.2 #131
27864 28864 25 .030 .76 1.04 26.42 1.30 33.02 1.42 36.07 1301 5787 17.0 432

FT4 Flame Test, HAZ LOC
27865 28865 30 .030 .76 1.15 29.21 1.41 35.81 1.53 38.86 1560 6939 18.3 465

CSA C22.2 #0.3 Clause 4.31 Low Acid Gas 27887 28887 40 .030 .76 1.20 30.48 1.54 39.12 1.67 42.42 2020 8985 20.0 508
Color Code: Use ICEA Table E2 with printed numbers.

Non-stocked items. Check length available for specific construction. Minimum order may apply.
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UL Control Cable
600V Teck-Style® Cables
Dual-Rated Type MC/Teck 90

10 AWG Stranded (7x18) Bare Copper Conductors • 10 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27866 28866 2 .030 .76 .46 11.68 .65 16.51 .74 18.80 166 738 9.1 231

27867 28867 3 .030 .76 .48 12.19 .67 17.02 .77 19.56 249 1108 9.4 239

27868 28868 4 .030 .76 .56 14.22 .75 19.05 .84 21.34 330 1468 10.3 262

27869 28869 5 .030 .76 .67 17.02 .86 21.84 .96 24.38 415 1846 11.6 295

27870 28870 6 .030 .76 .67 17.02 .86 21.84 .96 24.38 491 2184 11.6 295

27877 28877 7 .030 .76 .70 17.78 .90 22.86 1.00 25.40 560 2491 12.1 307

27878 28878 8 .030 .76 .75 19.05 .95 24.13 1.05 26.67 640 2847 12.7 323

27879 28879 10 .030 .76 .78 19.81 1.04 26.42 1.15 29.21 801 3563 13.8 351

27880 28880 12 .030 .76 .89 22.61 1.15 29.21 1.26 32.00 960 4270 15.1 384

27881 28881 15 .030 .76 .93 23.62 1.19 30.23 1.30 33.02 1195 5316 15.6 396

CSA C22.2 #131
27882 28882 20 .030 .76 1.06 26.92 1.32 33.53 1.44 36.58 1600 7117 17.3 439

FT4 Flame Test, HAZ LOC
27883 28883 25 .030 .76 1.12 28.45 1.44 36.58 1.58 40.13 1990 8852 19.0 483

CSA C22.2 #0.3 Clause 4.31 Low Acid Gas 27884 28884 30 .030 .76 1.28 32.51 1.54 39.12 1.67 42.42 2355 10476 20.0 508

8 AWG Stranded (7x16) Bare Copper Conductors • 10 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27871 28871 2 .045 1.14 .59 14.99 .78 19.81 .89 22.61 264 1174 10.7 272

27872 28872 3 .045 1.14 .62 15.75 .81 20.57 .91 23.11 396 1762 10.9 277

27873 28873 4 .045 1.14 .68 17.27 .94 23.88 1.05 26.67 528 2349 12.6 320

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

6 AWG Stranded (7x14) Bare Copper Conductors • 8 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27874 28874 2 .060 1.52 .71 18.03 .97 24.64 1.08 27.43 420 1868 13.0 330

27875 28875 3 .060 1.52 .76 19.30 1.02 25.91 1.13 28.70 630 2802 13.5 343

27876 28876 4 .060 1.52 .88 22.35 1.14 28.96 1.25 31.75 840 3737 15.0 381

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

4 AWG Stranded (7x12) Bare Copper Conductors • 8 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27894 28894 3 .060 1.52 .91 23.11 1.17 29.72 1.29 32.77 1002 4457 15.5 394

27895 28895 4 .060 1.52 .99 25.15 1.25 31.75 1.37 34.80 1335 5938 16.4 417

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

3 AWG Stranded (7x11) Bare Copper Conductors • 6 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27896 28896 3 .060 1.52 .96 24.38 1.22 30.99 1.33 33.78 1263 5618 16.0 406

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

Color Code: For sizes 14, 12, 10, use ICEA Table E2 with printed numbers.
For sizes 8 and larger, use ICEA Method 4 with printed numbers.

Non-stocked items. Check length available for specific construction. Minimum order may apply.
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UL Control Cable
600V Teck-Style® Cables
Dual-Rated Type MC/Teck 90

2 AWG Stranded (7x10) Bare Copper Conductors • 6 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27888 28888 3 .060 1.52 1.08 27.43 1.28 32.51 1.40 35.56 1593 7086 16.8 427

27889 28889 4 .060 1.52 1.12 28.45 1.38 35.05 1.50 38.10 2124 9448 18.0 457

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

Composite 14 AWG (7x22) and 12 AWG (7x20) Bare Copper Conductors • 12 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27890 28890 3c/14 .030 .76 .56 14.22 .75 19.05 .86 21.84 202 899 10.3 262

3c/12 .030 .76

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

Composite 14 AWG (7x22) and 10 AWG (7x18) Bare Copper Conductors • 10 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27891 28891 3c/14 .030 .76 .61 15.49 .80 20.32 .91 23.11 305 1357 10.9 277

3c/10 .030 .76

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

Composite 14 AWG (7x22) and 8 AWG (7x16) Bare Copper Conductors • 10 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27892 28892 3c/14 .045 1.14 .70 17.78 .96 24.38 1.07 27.18 435 1935 12.8 325

3c/8 .030 .76

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

Composite 14 AWG (7x22) and 6 AWG (7x14) Bare Copper Conductors • 8 AWG Bare Copper Ground Wire

Aluminum or Steel Armor • Cross-linked Polyethylene Insulation • PVC Inner Jacket • PVC Outer Jacket
NEC: MC 27893 28893 3c/14 .060 1.52 .90 22.86 1.15 29.21 1.26 32.00 655 2914 15.1 384

3c/6 .030 .76

CSA C22.2 #131, FT4 Flame Test, HAZ LOC, CSA C22.2 #0.3 Clause 4.31 Low Acid Gas

Color Code: For sizes 14, 12, 10, use ICEA Table E2 with printed numbers.
For sizes 8 and larger, use ICEA Method 4 with printed numbers.

Non-stocked items. Check length available for specific construction. Minimum order may apply.
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