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BRILLIANCE® BROADCAST CABLES 19.7
Microphone and Musical Instrument Cable %
Three-Conductor, Low-Impedance Cables 8
High-Conductivity Copper BRILLIANCE® [

Standard Insulation Nominal | Nominal Capacitance
part | ULNEC/ | No. | o | StandardLengths | ypiyeight | Thickness | Thickness [ ~ 0D :

Description C(UL) CEC | of

No. Type Cond.

Code

24 AWG Stranded (105x44) High-conductivity Bare Copper Conductors « Double Bare Copper Spiral Shield (97% Coverage)

PVC Insulation * Matte Black PVC Jacket

300V RMS 80°C 9398 3 White, 1000 304.8 250 114 012 .030 .76 .185 4.70 40 131 110 361
Green
N—— ’

24 AWG Stranded (45x40) TC Alloy Conductors * Conductive Textile Wrap (100% Coverage) ¢ TC Braid Shield (60% Coverage)

EPDM Rubber Insulation * Black EPDM Rubber Jacket

300V 90°C 8406 — 3 Black, 100 30.5 3.0 14 016 .41 025 64 .223 566 30 98 55
SS Red, 500 152.4 15.0 6.8
White

24 AWG Stranded (19x32) High-conductivity Tinned Copper Conductors ¢ Rayon Braid « TC Braid Shield (89% Coverage)

Polyethylene Insulation « Chrome PVC Jacket

600V RMS 80°C 8403 3 Clear, 500 1524 205 93 .016 .41 .033 .84 244 620 25 82 45
Black, 1000 304.8 450 205
Red

VWW S5
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20 AWG Stranded (26x34) High-conductivity TC Conductors » Rayon Braid ¢« TC Braid Shield (85% Coverage) ¢ Cotton Wrap

EPDM Rubber Insulation ¢ Black EPDM Jacket

600V RMS 90°C 8423 3 White, 100 30.5 27 .023 .58 .040 1.02 .272 6.91 98 55
Black, 500 152.4 26.0 11.8

('\\({,;\,’- Red 1000 3048 560 255
QL

QS

EPDM = Ethylene Propylene Diene Monomer ¢ TC = Tinned Copper

*Capacitance between conductors.
**Capacitance between one conductor and other conductors connected to shield.

@ Not RoHS compliant at time of printing. Please check with Belden Technical Support for current compliance information at 1-800-BELDEN-1.
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