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Security Composite Cable
CCTV plus Audio or Power or Pan and Tilt CCTV Control Applications
Plenum-Rated and Non-Plenum

Shield/
Braid

Coverage

Stranding
and

Conductor
AWGPart

No.

CM-Rated Composite (NEC CM and CEC CM FT1)

Mini RG-59 Type
579945 25(cx) solid BC 95% BC .085 2.16 .151 3.84 500 152 15.0 6.8
u 20(pr) 7/w BC unshielded .056 1.42 x x 1000 305 29.0 13.2

.332 8.43
RG-59 Type

549945 20(cx) solid BC 95% BC .145 3.68 .232 5.89 500 152 30.0 13.6
18(pr) 7/w BC unshielded .066 1.68 x x 1000 305 60.0 27.3

.460 11.68
RG-6 Type

539945 18(cx) solid BC 95% BC .180 4.57 .266 6.76 500 152 34.0 15.5
18(pr) 7/w BC unshielded .066 1.68 x x 1000 305 69.0 31.3

.500 12.70

CMG-LS -Rated Composite (NEC CMG-LS and CEC CMG-LS FT4 Limited Smoke)

RG-6 Type
1306SB 18(cx) solid BC 95% BC .180 4.57 .275 6.99 500 152 37.0 16.8
u 18(pr) 7/w BC unshielded .059 1.59 x x 1000 305 76.0 34.5

.514 13.06

Plenum-Rated Composite (NEC CMP and CEC CMP FT6)

Mini RG-59  Type
679948* 25(cx) solid BC 95% BC .078 1.98 .144 3.66 500 152 16.5 7.4
u 20(pr) 7/w BC unshielded .048 1.22 x x 1000 305 34.0 15.5

.328 8.33
RG-59 Type

649948 20(cx) solid BC 95% BC .134 3.40 .199 5.05 500 152 29.0 13.2
18(pr) 7/w BC unshielded .059 1.50 x x 1000 305 54.0 24.5

.383 9.72
RG-6 Type

639948 18(cx) solid BC 95% BC .170 4.32 .232 5.89 500 152 32.0 14.5
18(pr) 7/w BC unshielded .059 1.50 x x 1000 305 60.0 27.2

.416 10.57
BC = Bare Copper • cx = Coax • pr = Pair • LSZH = Low-Smoke, Zero-Halogen

*679948 also available in White.

mFt.

Standard Lengths

mmInch kg

Standard 
Unit Weight

Insulation
Nominal OD Nominal OD

Inch mm Lbs.

Non-Plenum Composite 
Coax plus Twisted Pair
CM FT1 or CMG-LS FT4 Rated

Product Description
Coax: Solid bare copper conductor, foam polyolefin 
insulation, bare copper braid shield. Black PVC jacket
(1306SB has Black LSZH jacket).

Pair: Stranded bare copper conductor, PVC 
insulation, Black PVC jacket. (1306SB has
polypropylene insulation. Black LSZH jacket.) 
Color coded: Black & Red.

Plenum-Rated Composite
Coax plus Twisted Pair
CMP FT6 Rated

Product Description
Coax: Solid bare copper conductor, FEP insulation,
bare copper braid shield, Natural Flamarrest® jacket.

Pair: Stranded FEP insulation, Natural Flamarrest
jacket.Color coded: Black & Red.

Coax and pair in Siamese configuration. 
Sequential footage marking every two feet.

Specifications

Conductor Bare Copper

Insulation (Non-Plenum)
Coax FPO
Pair PVC

Insulation (Plenum) FEP

Shield (Coax) Bare Copper Braid

Jacket
Non-Plenum PVC
Plenum Flamarrest

Approvals (Non-Plenum)
NEC CM 
CEC CM FT1

Approvals (LSZH)
NEC CMG-LS 
CEC CMG-LS FT4 Limited Smoke

Approvals (Plenum)
NEC CMP
CEC CMP FT6

NEC Articles 800

Nominal Impedance (Coax) 75Ω

Temperature Rating 75°C

Applications
• CCTV plus Audio or Power

• Pan, Tilt and Zoom CCTV Control
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