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Miniature • 23 AWG Solid .023″ Bare Copper Conductors • Duofoil® (100% Coverage) + TC Braid Shield (95% Coverage)

Gas-injected Foam HDPE Insulation • Overall Matte Black PVC Jacket (Color Code: See chart below)
SDI/HDTV 7787A NEC: 3 500 152.4 47.5 21.6 23 AWG .102 2.55 Duofoil .432 10.97 75 83% 16.5 54.1
Digital Video CMR 1000 304.8 94.0 42.7 (solid)  Coax OD: + 95% 
75°C CEC: .023″ .159 4.03 TC Braid
(1855A Bundled) CMG FT4 BC 7.6Ω/M′

20.1Ω/M′ 24.9Ω/km
. 65.9Ω/km

7788A NEC: 4 1000 304.8 110.0 49.9 same .102 2.55 same .481 12.22
CMR as Coax OD: as
CEC: above .159 4.03 above

CMG FT4

7789A NEC: 5 500 152.4 73.0 33.1 same .102 2.55 same .539 13.69
CMR 1000 304.8 142.0 64.4 as Coax OD: as
CEC: above .159 4.03 above

CMG FT4

7790A NEC: 6 500 152.4 88.5 40.2 same .102 2.55 same .597 15.16
CMR 1000 304.8 176.0 79.9 as Coax OD: as
CEC: above .159 4.03 above

CMG FT4

7791A NEC: 10 500 152.4 155.5 70.5 same .102 2.55 same .796 20.22
CMR 1000 304.8 304.0 137.9 as Coax OD: as
CEC: above .159 4.03 above

CMG FT4

7792A NEC: 12 500 152.4 178.5 80.7 same .102 2.55 same .825 20.96
CMR 1000 304.8 367.0 166.5 as Coax OD: as
CEC: above .159 4.03 above

CMG FT4

RG-59/U Type • 23 AWG Solid .032″ Bare Copper Conductors • Duofoil (100% Coverage) + TC Braid Shield (95% Coverage)

Gas-injected Foam HDPE Insulation • Overall Matte Black PVC Jacket (Color Code: See chart below)
SDI/HDTV 7794A NEC: 3 500 152.4 94.5 43.0 23 AWG .145 3.68 Duofoil .631 16.03 75 83% 16.3 53.1
Digital Video CMR 1000 304.8 187.0 84.8 (solid) Coax OD: + 95%
75°C CEC: .032″ .235 5.97 TC Braid
(1505A Bundled) CMG FT4 BC 3.8Ω/M′

10.0Ω/M′ 12.5Ω/km
32.8Ω/km

7795A NEC: 4 500 152.4 116.5 53.0 same .145 3.68 same .706 17.93
CMR 1000 304.8 237.0 107.7 as Coax OD: as
CEC: above .235 5.97 above

CMG FT4

7796A NEC: 5 500 152.4 153.0 69.4 same .145 3.68 same .790 20.07
CMR 1000 304.8 299.0 135.6 as Coax OD: as
CEC:  above .235 5.97 above

CMG FT4

7798A NEC: 10 500 152.4 319.5 145.2 same .145 3.68 same 1.166 29.62
CMR 1000 304.8 625.0 284.1 as Coax OD: as
CEC:  above .235 5.97 above

CMG FT4
BC = Bare Copper • DCR = DC Resistance • HDPE = High-density Polyethylene • TC = Tinned Copper See Connector Reference Guide at www.belden.com for connector recommendations.

C O A X I A L C A B L E S 6.45

Brilliance VideoFLEX® Snake Cable
for Precision Analog and Digital Video
Miniature and RG-59/U Type
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Part
No. dB/

100m

Description

Color Code Chart

Cond. Color
1 Red

2 Green

3 Blue

4 White

Cond. Color
5 Yellow

6 Brown

7 Orange

8 Gray

Cond. Color
9 Purple

10 Black

11 Pink

12 Tan

1 .4 1.3
3.6 .8 2.6
10 1.2 3.9

71.5 3.1 10.0
135 3.8 12.5
270 5.4 17.7
360 6.2 20.3
540 7.7 25.3
720 9.1 29.8
750 9.5 31.2

1000 10.5 34.4
1500 13.0 42.6
2500 16.9 55.4
3000 18.5 60.7

1 .3 1.0
3.6 .6 1.8
10 .9 2.9

71.5 2.1 6.9
135 2.7 8.9
270 3.8 12.5
360 4.4 14.4
540 5.5 18.0
720 6.4 21.0
750 6.5 21.3

1000 7.6 24.9
1500 9.3 30.5
2500 12.4 40.7
3000 13.8 45.3

Sweep tested 5 MHz to 3 GHz.

Sweep tested 5 MHz to 3 GHz.
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